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TRACING AND MOUNTING THE LENSES

Trace the demo lens
We recommend to do the lens tracing based on the demo lenses 
rather than the frame groove for the best result.

Base curve 4 lenses
Please use base curve 4 lenses. 1.5 index or higher.

Cold mounted
The lenses are cold mounted. If the lenses are a bit tight to mount, 
you may carefully heat up the front.

Mount lens from inside
Please mount lens from the back.
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ADJUSTING THE PANTOSCOPIC ANGLE

Adjusting the inclination
Adjust the inclination of the frame as shown on the left side. Apply only 
moderate force to adjust the inclination angle a few degrees up or down.

IQ and 
IQ mini
series

Slider
series

Adjusting         
pantoscopic 

angle



FITTING THE FRAME - ADJUSTING END TIPS AND NOSE PADS

Adjusting the end tips
The end tips can be adjusted up/down and curved by applying gentle force.

Adjusting the nose pads
Adjust the nose pad arms gently by hand.

4 different nose pads available
4 different nose pads (extra thickness, air cushion and Asia version) 
available upon request.

Asian customers
For Asian customers it might be necessary to pull out the pad arms 
closer to the face of the wearer and twist them 30 degrees.
Special bigger silicon pads for Asian customers are available on request
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CLEANING THE FRAME

Water & Soap
We recommend using water and normal dish soap to clean the frame.

No chemicals or alcohol
Please DO NOT use chemicals such as alcohol, acetone, hair spray, skin and 
sun lotion, perfume,etc. as it may damage the material.

Avoid ultrasonic bath
We recommend avoiding cleaning the frames in ultrasonic baths.

       Do not use cleaning spray containing alcohol!

 Avoid 
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chemicals
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ADJUSTING THE LENGTH OF THE TEMPLE

End tip for Slider and IQ mini series
The length of the temple can be shortened by 5-10 mm. Do the following:

1. Remove the end tip and cut the metal end of the temple by 5 or 10 mm.
2. Cut the open end of the rubber end tip by same no. of mm.

End tip for IQ series
IQ series can be shortened by 5, 10 or 15 mm and even made longer by 5 
mm, BUT it requires a special Service End Tip. This must be specially ordered 
from your local representative. Order Service.
End Tip product code H60003.
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THE SLIDER SERIES

Removing the temple (only for service purposes)
Only if needed for service purposes, you can remove the temple on the Slider 
series as shown on the left.

       Important
       1. First pull the INSIDE part of the temple to unhook the temple.
       2. Pull the temple away from the front.

Don’t use force. Make sure to unhook temple first (point 1)     
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 temple
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MATERIALS USED IN OUR FRAMES

3d printed material      
The 3D printed parts are made from high performance polyamide biocom-
patible material. 95% of all raw materials are re-used in the production of 
other 3D printed parts.

Surgical stainless steel - anti-allergy material    
The metal parts are all Swedish made surgical stainless steel.

Nose Pads
Nose pads are made from silicon material. Several types of nose pads are 
available upon request.
      
End tip material
End tips are made from Rabalon styren thermoplastic elastomer. A super 
durable anti-allergy rubber material.



SIGN UP TO OUR DEALER WEBSITE

Get access to technical info, learn about the latest news,
and place your orders online

https://monoqool.com/dealer-login/

www.monoqool.com     info@monoqool.com


